
    PRO XD FULL-SIZE       
    LIGHTING GUIDE

LIGHTING SETUP
LOCATION LIGHT IMAGE WIRE HARNESS OTHER REQUIRED PARTS

PR
O 

XD
 F

UL
L-

SI
ZE

FRONT 
BUMPER LIGHT

POD FLOOD 
LIGHT

2883126  

WIRING HARNESS 
2883230

+

Y-HARNESS
2879860 

NONE

FRONT ROOF 
LIGHT

20” LIGHT BAR
2889792   

33” LIGHT BAR
2889791   

40” LIGHT BAR
2889793  

WIRING HARNESS 
2883230 

ROOF

REAR WORK 
LIGHT

REAR LED 
WORK LIGHT  

2889672  

WIRING HARNESS 
2883230 

+
CREW EXTENSION 

2883854 

ROOF

WORK BEACON 
LIGHT

LED WORK 
BEACON LIGHT

2883265

WIRING HARNESS 
2883230 

+
CREW EXTENSION 

2883854 

ROOF

STROBE LIGHT
STROBE LIGHT 

2884224
NONE

(PART OF CHASSIS HARNESS)
ROOF

INSIDE DOME 
LIGHT

DOME LIGHT 
2889159  

INCLUDED IN DOME LIGHT KIT 
(DOME LIGHT HARNESS = 

2415958)

PILLAR CHANNEL 
5416632   

 +
ROOF

FIND THE RIGHT HARNESS FOR YOUR PRO XD FULL-SIZE VEHICLE

FOR MORE INFORMATION VISIT 
POLARIS.COM/COMMERCIAL

PART #S, DESCRIPTIONS, AND PICTURES ARE SUBJECT TO CHANGE WARNING:
Polaris Pro XD vehicles can be hazardous to operate and are not intended for
on-road use. All riders should always wear head protection – such as hard hats
or a helmet – that is appropriate for operating conditions and intended usage,
considering factors such as intended speed, unevenness of terrain, turns in
path, weather, obstacles, and other traffic. Always use seat belts and close
doors (as equipped). Never engage in stunt driving and avoid excessive speeds
and sharp turns. Riding and alcohol/drugs don’t mix. All riders should take a
safety training course. Call 800-342-3764 for additional information.
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